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Description Setting

04 Trip Voltage of DC to AC Range 1 – 300                              Default 45V

05 DC Over-voltage Range 1 – 500                              Default 280V

06 AC Under-voltage Range 1 – 300                              Default 150V

07 AC Over-voltage Range 1 – 500                              Default 290V

08 Pump overload current Range 00 – 40.0                           Default 25.0 amps

09 Generator/Mains (AC) settings
0 = Auxiliary Input Mains

1 = Auxiliary Input Generator

10 Generator shutdown delay setting Range 00 – 60 min                       Default 03 min

11 Minimum flow (pulses) Range 0 – 254                              Default 30

12
Trip Measurement period

Related to Parameter #11
Range 0 – 254 sec                       Default 180 sec

13 No flow restart attempts Range 1 – 60                                Default 05

14 Power on countdown timer Range 1 – 254 sec                       Default 120 sec

Parameter 14 allows the iSolar motor capacitors to discharge prior to starting. Alter with care

15 SWL restart delay timer Range 0 – 60 min                         Default 10 min

16 TWL restart delay timer Range 0 – 60 min                         Default 10 min

17 Under/Overvoltage recovery time Range 0 – 60 min                         Default 02 min

18 Overcurrent recovery time Range 0 – 60 min                         Default 02 min

19 Flow recovery restart time Range 00 – 60 min                       Default 30 min 

20 No flow (pulse) restart time Range 00 – 60 min                       Default 60 min

21 Controller Button Lock YES / NO                                      00 = Off  01 = On

22 Pressure Sensor Range 4-20ma Range 1 – 25.0             Default 25.0 bar        

23 Stop pump setting Range 1 – 25.0                               Default 8.0 bar

24 Start pump setting Range 1 – 25.0                               Default 2.0 bar
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